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AL Series Rotary Lobe Positive Displacement Pumps

Ease of maintenance, CIP performance, uptime reliability, and economical pricing are key characteristics of Ampco’s AL Series of
rotary lobe positive displacement pumps. These features make this series a favorite of maintenance departments and plant managers.
Every new positive displacement pump Ampco manufactures is supplied with a 304 stainless steel gear case, making these pumps

popular with inspectors, as well.

The AL Series features a unique front-loading seal design to provide easier cleaning and reduced maintenance time. Rotors and seals
can be effortlessly accessed by removing the front cover while connections remain in place.

STANDARD DESIGN FEATURES OPTIONAL DESIGN FEATURES

304 Stainless steel gear case

Single mechanical seal (silcar vs. silcar) 0-ring seal
Double o-ring seal
Double lip seal
Triple lip seal
Mechanical seal with seal flush
Double mechanical seal

316L stainless steel pump construction Alloy 88 or Nitronic 60 rotors available with non-galling appeal
Tri-clamp connection NPT, DIN, ANSI flange, and other connections available
Bi-wing rotors Single- tri-, and multi-lobe rotors

Heating and cooling jackets

Relief cover

32RA (0.8ym) finish 16RA (0.4pm) finish

Shown with pressure relief cover

AL SERIES PERFORMANCE CURVE
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APPLICATIONS

The AL Series is well suited for a variety of applications including food, dairy,
beverage, and pharmaceutical applications. These pumps accommodate
viscosities ranging from 1 to 1,000,000 centipoise. Self-priming capabilities up
to 12'/3.7m and flow rates up to 440 GPM / 100 m3/hr make this a versatile,
yet economical, pump for a variety of processing applications.

Shown with optional cover and
rotor heating jackets

Single Mechanical Seal Double Mechanical Seal Double-0-Ring Seal Lip Seal Triple Lip Seal

MODEL STANDARD MAX DIFFERENTIAL

DISPLACEMENT
NUMBER CONNECTION SIZE PRESSURE

Gallons/

Liters/

100 Rev Rev
AL05-002-20 0.53 0.02 1.00 25 290 20 1000
AL10-005-20 0.85 0.03 1.00 25 290 20 1000
AL15-012-12 2.50 0.09 1.50 40 175 12 800
AL20-021-08 5.00 0.19 2.00 50 115 8 800
AL22-040-12 10.56 0.40 2.00 50 175 12 700
AL25-062-08 16.37 0.62 2.50 65 115 8 700
AL33-120-12 26.90 1.02 3.00 80 175 12 600
AL34-144-08 37.98 1.44 4.00 100 115 8 600
AL44-227-12 59.88 2.27 4.00 100 175 12 500

AL46-334-08 88.10 3.34 6.00 150 115 8 500
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KEY DETAILS: X: LENGTH Y: WIDTH
DIMENSIONS

KEY DETAILS

WEIGHT

MODEL

NUMBER MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘MM‘IN‘kg‘lbs
AL05-002-20 255 10.0 200 79 218 86 96 378 84 331 134 528 141 555 77 303 109 429 22 087 30 118 6 024 88 035 12 27
AL10-005-20 | 265 | 10.0 | 200 | 79 | 218 | 8.6 | 96 |3.78 | 84 |3.31| 134 | 5.28 | 141 | 5.56 |3.03| 109 |429| 22 |0.87| 30 |118| 6 |0.24| 88 |035| 12 | 27
AL15-012-12 264 104 200 79 222 87 96 378 84 331 134 528 141 556 77 303 109 429 22 087 30 118 6 024 88 035 19 42
AL20-021-08 | 284 | 11.2 | 200 | 79 | 230 | 9.1 | 96 |3.78 | 84 |3.31| 134 | 5.28 | 141 | 5.55 |3.03| 109 |429| 22 |087| 30 |118| 6 |024| 88 |0.35| 23 | 51
AL22:040-12 386 152 265 10.4 305 120 129 508 132 520 180 709 185 728 101 398 143 563 32 126 50 197 10 039 1 043 45 100
AL25-062-08 | 406 | 16.0 | 265 | 10.4 | 315 | 12.4 | 129 | 5.08 | 132 | 5.20 | 180 | 709 | 185 | 7.28 | 101 |3.98| 143 |5.63 | 32 |1.26 | 50 |1.97 | 10 |0.39 | 11 |043| 51 | 113
AL33-120-12 533 21.0 348 137 390 154 159 6.26 160 630 242 953 244 961 129 508 186 732 45 177 60 236 14 055 13 051 91 201
AL34-144-08 | 546 | 21.5 | 348 | 13.7 | 402 | 15.8 | 159 | 6.26 | 160 | 6.30 | 242 | 9.53 | 244 | 9.61 | 129 |5.08 | 186 | 732 | 45 | 1.77 | 60 |236| 14 |0.55| 13 |0.51 | 103 | 228
AL44-22712 622 245 456 18.0 506 19.9 197 776 210 827 320 12.60 323 1272 169 6.65 246 9.69 55 217 63 248 16 0.63 15 059 180 397
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AL-SERIES ‘B’ DIMENSION

MM IN MM IN MM IN MM IN MM IN MM IN

NUMBER

AL5-002-20 25.4 1 212 8.3 192 7.6 204 8.0 212 8.3 192 7.6

AL10-005-20  25.4 1 212 8.3 192 7.6 204 8.0 212 8.3 192 7.6

AL15-012-12 38 1.5 212 8.3 196 7.7 204 8.0 212 8.3 192 7.6

AL20-021-08  50.8 2 212 8.3 196 7.7 204 8.0 212 8.3 192 7.6

AL22-040-12  63.5 2 248 9.8 232 9.1 240 9.4 248 9.8 236 9.3

AL25-062-08  63.5 2.5 258 10.2 240 9.4 240 94 258 10.2 236 9.3

AL33-120-12  76.2 3 322 12.7 298 11.7 294 11.6 322 12.7 290 11.4
AL34-144-08 101.6 4 350 13.8 298 1.7 294 11.6 350 13.8 290 11.4
AL44-227-12  101.6 4 432 17.0 380 15.0 376 14.8 432 17.0 372 14.6
AL46-334-08 152.4 6 432 17.0 413 16.3 376 14.8 432 17.0 - -

Visit www.ampcopumps.com for individual pump curves and
dimensional drawings.
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